
Features:
1. Hang wall cabinet design is made of E1 panel cabinet.
2. Wooden jewelry armoire available white,black,brown,cherry color 
3. Hang on the wall or hang over the door help you save space.
4. Jewelry cabinet with lock up device to security store jewelries and accessories.
5.  Inner  lining  with  cushion  of  finger  ring  holder,  anti-
tarnish  felt  linner  can  avoid  jewels  eroding.
    It can be changed for pink, black ,beige and other colors
6. Lots of space for your earings, necklace,bracelets, glasses, ties,scarfs, watches,
    glass perfume and all your accessories. 
7.Strong enough postage package，come with clear manual instruction 





Production Name Wooden mirror jewelry armoire
 

Brand Goodlife

Item No. GLD12211
Product size 122 H x 37W x 9.5D cm   (INCH :48’’H x 14.5’’W x 3.75’’D)
Colors White,black,brown,cherry,pink,blue,silver,golden
Function Wall mount（hang over the door function available ) 
Material Eu-standard MDF ;Eco-friendly painting;Soft Inner velvet liner 

 
Organizer details 7 lines finger ring holders;36 hooks for necklace holder ;5 lines earring hanger;1wooden shelf 

Package size 133L X 43W X 15.5H cm  /（INCH:52.4’’L x 17’’W x 6.1’’H）
Package Knock down package,polybag ,foam polyfoam；

A=A master carton;1pc per carton;international drop test passed 
Carton CBM 0.09cbm N.W./G.W. 12kgs /14kgs
20GP 300pcs 40HQ 750pcs MOQ 10 piece







Our Business services :
1. Your inquiry related to our products or prices will be replied in 12hours in working date . 
2. Experience sales answer your inquiry and give you related business service .
3. OEM&ODM are welcome , we have over 10 years experience working with OEM project.
4. We are looking for the sales exclusive of the our ODM wooden mirror jewelry cabinet.
5. Sales exclusive agent sales right have been protect.
Package information:
1. Forming polyfoam for the post package
2. 6 sides strong polyfoam for safety package during transportation.
3. Assembley kit and User manu are available for each cabinet .
Production lead time
1. 25~50 days after received deposite
2. Normal on production line prodution lead time is 15days after received deposit.








